Lewistown Airport

Standards Review

Nonstandard Conditions &

Notes
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Runway 7 / 25

HOLD LINES ARE 150' FROM CENTERLINE, SHOULD BE 200°.

RUNWAY LENGTH RECOMMENDED TO MEET 100% OF LARGE AIRCRAFT NEEDS 29,600 FT).
RUNWAY LENGTH RECOMMENDED TO MEET 100% OF SMALL AIRCRAFT NEEDS (5,490 FT).

DISKING FOR CULTIVATION MAKES ROUGH RSA 65' FROM RUNWAY CENTERLINE.
DISKING FOR CULTIVATION MAKES ROUGH RSA 35' FROM END OF RUNWAY.
TWO MISSING RUNWAY LIGHTS.

Runway 2 / 20

RUNWAY LENGTH RECOMMENDED TO MEET 100% OF LARGE AIRCRAFT NEEDS (9,820 FT).
RUNWAY LENGTH RECOMMENDED TO MEET 100% OF SMALL AIRCRAFT NEEDS (5,490 FT).
RUNWAY LENGTH RECOMMENDED AS A CROSS—WIND RUNWAY (80% OF PRIMARY — 7,680 FT).

NONFRANGIBLE SIGNS IN OFA & PRIMARY SURFACE.
PAVEMENT EDGES ARE FLUSH.

Runway 12 / 30

RUNWAY LENGTH RECOMMENDED TO MEET 100% OF SMALL AIRCRAFT NEEDS (5,490 FT).
RUNWAY LENGTH RECOMMENDED AS A CROSS—WIND RUNWAY (80% OF PRIMARY — 4,390 FT).

TILLED GROUND IN RSA.

NONFRANGIBLE SIGNS PENETRATE TRANSITIONAL SURFACE.
HUMP IN RUNWAY CREATES SIGHT DISTANCE PROBLEM.
PAVEMENT EDGES ARE FLUSH.

NO RUNWAY LIGHTING PRESENT.

Taxiways & Aprons

NO LIGHTING OR REFLECTORS ON WEST PORTION OF TAXIWAY "A".
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